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Validity of this certificate is based on the successful completion of the periodic surveillance audits of the management system defined by the above scope and is contingent upon  

           prompt,written notification to ABS Quality Evaluations, Inc. of significant changes to the management system or components thereof.

ABS Quality Evaluations, Inc. 16855 Northchase Drive, Houston, TX 77060, U.S.A. 

Validity of this certificate may be confirmed at www.abs-qe.com/cert_validation.

Copyright 2011-2017 ABS Quality Evaluations, Inc. All rights reserved.

ABS Quality Evaluations

This is to certify that the Quality Management System of:

American Furukawa, Inc.

Furukawa Mexico S.A. de C.V. dba Furmex

Ave. Circulo de la Amistad No. 2690
Parque Industrial Mexicali IV

Mexicali,  Baja California 21210
México

IATF 16949:2016

The Quality Management System is applicable to:

Certificate No: 39658

Effective Date: 10 July 2017

Expiration Date: 09 July 2020

Issue Date: 14 July 2017

IATF No: 0269102 Alex Weisselberg, President

DESIGN, DEVELOPMENT AND MANUFACTURE OF STEERING ROLL CONNECTORS, WIRE HARNESS, RELAY, 

JOINT AND FUSE BOXES; CONNECTORS AND INJECTION MOLDED PARTS

(WITH ADDITIONAL FACILITIES LISTED ON ATTACHED ANNEX)

Certificate Of Conformance

has been assessed by ABS Quality Evaluations, Inc. and found to be in conformance with the requirements set forth by:
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ABS Quality Evaluations

American Furukawa, Inc.

IATF 16949:2016

Certificate Of Conformance
ANNEX

At Below Facilities:

Validity of this certificate may be confirmed at www.abs-qe.com/cert_validation.

Copyright 2011-2017 ABS Quality Evaluations, Inc. All rights reserved.

39658Certificate No:

0269102IATF No:

Facility: 47677 Galleon

Plymouth,  MI 48170

U.S.A.

Facility: Furukawa Electric Co.

20-16 Nobono-cho

Kameyama-shi,  Mie-ken 519-0292

Japan

Activity: Contract Review, Warehousing, Customer Service, Distribution, 

Sales, Product Design & Process Design

Activity: Product Design & Process Design - Audited by: UL DQS


